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Sound from any Surface 
The patented technology at the heart of SolidDrive® transforms nearly any rigid or semi-rigid surface (such as drywall, 
glass, wood, metal,  or fiberglass) into a sound source. The powerful SolidDrive directly transfers acoustic energy to the 
surface it’s mounted to, creating a large and dynamic sound field. With no visible wires or grilles, SolidDrive gives you 
the freedom to have Sound without Speakers™.

Smooth, Even Coverage
Since SolidDrive resonates over a large surface area, the sound it produces travels further. In fact, loss of volume over 
distance is roughly 35% less than with conventional speakers. This low distance factor, combined with SolidDrive’s 120˚ ultra-
wide coverage angle, means you’ll experience remarkably even sound coverage throughout the entire room.

Connects Like a Speaker
SolidDrive requires no special equipment to function - It connects to any conventional amplifier or receiver using standard 
speaker wire. This means that not only can SolidDrive use pre-existing wiring, but it can be powered and equalized using the 
equipment you already own.

Patented Technology
SolidDrive is powerful and produces high-fidelity sound. A patented axial shaft suspension with dual bearings keeps 
the drive stable and distortion-free in any mounting configuration, with smooth frequency response from 60hz to 15khz.

Patented, dual opposing motors in a single drive enable efficiency and high power handling. Even though SolidDrive can 
generate ample sound from a flat surface using as little as 5 to 15 watts, it can also be used in high-output applications 
with power levels up to 100 watts.

Safe, Strong, and Designed to Last
SolidDrive meets strict UL 1480 and UL2043 safety requirements and is safe for use in any home or business. SolidDrive won’t 
damage walls, windows, or furniture. At maximum output, SolidDrive only vibrates the surface it’s attached to roughly 0.006 of 
an inch.
 
SolidDrive doesn’t wear out or require lubrication - all parts are fabricated from heavy-duty industrial materials designed to with-
stand long-term vibrations. That’s why all SolidDrive units are covered by a seven-year manufacturer’s warranty.

BlackChrome Titanium

SolidDrive Color Options



SolidDrive units can be mounted in the ceiling, 
inside cabinets, underneath wood flooring, or 
even within a kitchen island, providing rich, full 
sound to an entire room - all without seeing a 

single speaker or grille. 
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Your home is your space – so keep it that way! SolidDrive is the 
world’s first invisible, high-fidelity solution for home theater. 
By utilizing walls, windows, cabinets, and countertops, 
you won’t have to worry about matching external speakers 
to your décor. With it’s wide, even sound field, SolidDrive 
performs equally well for surround-sound movies in a theater 
room as it does for stereo music playback in a kitchen or 
garage. Need extended bass response? SolidDrive can be 
matched with the IW-200 - a paintable in-wall subwoofer that 
easily conforms to your style.

Designed for travel and demo purposes, SolidDrive’s 
desktop kit quickly transforms any horizontal surface (such 
as a desk, counter-top or conference table) into a full-range 
speaker. A silicone rubber pad firmly grips any nonporous 
surface, and no special equipment is needed. The kit works 
with laptops, mp3 players, or any other device that uses 
a headphone jack and is an easy way to make a unique 
impression at a business meeting or consultation. The 
desktop kit is also ideal for testing a SolidDrive on any 
horizontal or vertical surface prior to permanent installation.
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In The Home On The Go/Demo Kit
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Digital Signage Sound Masking

SolidDrive is widely used for digital signage in museums, 
interactive exhibits, touch screen directories, trade show 
exhibits, and self-help kiosks. The unit is generally mounted 
inside or behind the display - it only takes moments to install 
and remains completely invisible to the end user. SolidDrive 
resonates the entire surface on which it’s installed, so your 
audience is treated to clean, full-range sound that emanates 
from the entire display. There’s no better solution for digital 
signage - SolidDrive makes an impression that just can’t be 
replicated with traditional speakers.

Sound masking introduces a constant, unobtrusive noise 
that “masks” distracting sounds and conversations, giving 
off the impression of a much quieter space. Popular in 
cubicle spaces and hospitals, it’s been shown to increase 
worker productivity and privacy, while reducing employee 
stress. However, common sound masking systems use 
traditional loudspeakers – which create “hot” and “cold” 
spots throughout the room. SolidDrive does not. In addition, 
SolidDrive is easier to install, uses less amplification, and 
doubles as an effective paging/background music system.



SD1 Desktop Kit-250
Portable SD1 kit for use on top 
of horizontal surfaces including 
glass, metal, wood, ceramics, 
laminates and composites. Kit 
includes one (1) SD1 desktop 
unit, DC power adaptor, cables 
and SD-250 2x50 watt mini 
amp with SolidDrive EQ curves 
(see description to right) in a 
convenient carrying case.

SD1sm
Attaches to wood and similar 
surfaces using included wood 
screws. Each SD1sm is designed 
for one channel of audio. An 
optional equalization module 
(listed below) optimizes the SD1sm 
for use on wood surfaces.

SD1g
Attaches to glass and other non-
porous surfaces using double-
sided adhesive disk (included). 
Each SD1g is designed for one 
channel of audio. An optional 
equalization module (listed below) 
optimizes the SD1g for use on 
glass.

SD1
Attaches to drywall and similar 
surfaces using our patented 
cantilever spring mounting bracket 
(sold separately, see below). Each 
SD1 is designed for one channel 
of audio. An optional equalization 
module (listed below) optimizes 
the SD1 for use on drywall.

Nominal Impedance
8 Ω

Frequency Response
60 – 15,000 Hz Nominal w/o EQ

Max Program Power 
(with separate amplifier)
100 watts, with 100 Hz 
12 dB / octave high-pass

Max Amplifier Power 
(included mini amplifier)
2 x 50 watts

Housing Body Dimensions
Diameter: 58 mm (2.3”)
Height: 51 mm (2.05”)
Weight: 0.54 kg (1.2 lb.)

Mounting Foot Diameter
51 mm (2.0”)

Coverage Angle
120°

Nominal Impedance
8 Ω

Frequency Response
60-15,000 Hz Nominal w/o EQ

Max Program Power
100 watts, with 100 Hz 
12 dB / octave high-pass

Max Continuous Power
25 watts

Housing Body Dimensions
Diameter: 58 mm (2.3”)
Height: 51 mm (2.05”)
Weight: 0.54 kg (1.2 lb.)

Mounting Foot Diameter
89 mm (3.5”)

Coverage Angle
120°

UL 1480 & 2043 Approved

Nominal Impedance
8 Ω

Frequency Response
60-15,000 Hz Nominal w/o EQ

Max Program Power
100 watts, with 100 Hz 
12 dB / octave high-pass

Max Continuous Power
25 watts

Housing Body Dimensions
Diameter: 58 mm (2.3”)
Height: 51 mm (2.05”)
Weight: 0.54 kg (1.2 lb.)

Mounting Foot Diameter
51 mm (2.0”)

Coverage Angle
120°

UL 1480 & 2043 Approved

Nominal Impedance
8 Ω

Frequency Response
60-15,000 Hz Nominal w/o EQ

Max Program Power
100 watts, with 100 Hz 
12 dB / octave high-pass

Max Continuous Power
25 watts

Housing Body Dimensions
Diameter: 58 mm (2.3”)
Height: 51 mm (2.05”)
Weight: 0.54 kg (1.2 lb.)

Mounting Foot Diameter
89 mm (3.5”)

Coverage Angle
120°

UL 1480 & 2043 Approved

SolidDrive® Models

Options & Accessories
Color Options
SolidDrive units are available in chrome, anodized 
titanium and anodized black. The titanium and 
black units are recommended for warm climates 
or installation in spaces that tend to get warm. The 
SD1 is available in titanium, the SD1g and SD1sm 
in all three finishes, and the SD1 Desktop Kit 250 
drive in anodized black.

Mounting Brackets
Patented balanced cantilever spring brackets 
are required for installations of the SD1 behind 
drywall. The mounting bracket eliminates stress 
on the glue bond by balancing the SD1 to 
eliminate torque and by holding it against the 
drywall with the proper amount of pressure. 
Brackets are available for 12-inch, 16-inch, and 
24-inch on-center studs.

shown in titanium shown in black shown in chrome

6.



Colors (Shown Above)
Charcoal, Red Rock, & SandStone

Frequency Response
80 – 15,000 Hz Nominal w/o EQ

Max Program Power 
200 watts @ 8 Ω

Max Continuous Power
100 watts

Dimensions
Height: 330.2 mm (13”)
Diameter: 584.2 mm (23”)
Weight: 7.7 kg (17 lb.)

 
Note: The RockSolid should be placed 
in landscaped areas; not suitable for 
lawns (mowers and weed whackers will 
damage the surface). Some applications 
may require a preamp with 10dB or 
higher gain, due to the low sensitivity of 
the RockSolid.

RockSolid®

Realistic rock-like enclosure 
with two SD1 units mounted on 
the inside. Includes one passive 
equalization module, one low-
frequency passive equalization 
module, two heat sink fins 
mounted on SD1 units, Eurostyle 
connector and anti-theft bracket. 

Phase Technology® IW-200
In-wall subwoofer with sealed 
enclosure, designed to mount 
behind walls between wall studs. It 
is designed for use with the P350 
subwoofer amplifier.

P350 Subwoofer Amplifier
Single-channel (mono) subwoofer 
amplifier designed for use with the 
IW-200. A single P350 can power 
multiple subwoofers.

SD-250
Ultra-compact 2-channel amplifier 
with extra heat sink surfaces 
for extended duty at full power. 
Rated at 50 watts per channel. 
Stereo, mono or bridged mono. 
EQ settings for drywall, wood and 
glass, plus a full-range flat option. 
Balanced stereo euroblock, stereo 
unbalanced mini jack, or high level 
euroblock inputs.

Woofer
Dual 8” Mica/Graphite 
Polypropylene

Frequency Response
25 – 160 Hz

Impedance
4 Ω

Enclosure
Sealed

Enclosure Dimensions
Height: 1828.8 mm (72”)
Width: 375.76 mm (14.4”)
Depth: 86.35 mm (3.4”)
Weight: 23.1 kg (51 lbs.)

Cutout Dimensions
Height: 520.7 mm (20.5”)
Width: 222.25 mm (8.75”)

350 watts/700 watts peak

Three modes 
(sub, LFE and Wide-Range)

User-adjustable gain 

Internal crossover range 
from 40 – 120 Hz

0/180 phase switch

Variable low frequency 
equalization from -3 dB to +6 dB

Dimensions With Feet
Height: 53.34 mm (2.1”)
Width: 438.15 mm (17.25”)
Depth: 336.55 mm (13.25”)

Rack Dimensions
Height: 44.45 mm (1.75”)
Width: 482.6 mm (19.0”)
Depth: 336.55 mm (13.25”)
Weight: 8.07 kg (17.8 lbs.)

System Type
2-channel (stereo) 
Class D amplifier

Frequency Response
20 – 20,000 Hz

Input Impedance
47K Ω 

Output Power 
50 watts per channel

Dimensions 
Height: 31.2 mm (1.23”)
Width: 101.1 mm (3.98”)
Depth: 123.6 mm (4.86”)
Weight: 0.59 kg (1.30 lbs.)

Subwoofers Amplifiers

Passive EQ Modules
Passive equalization modules are designed to 
smooth out the frequency response and optimize 
the sound of the SD1, SD1g, and SD1sm for the 
type of surface to which they will be attached. One 
module is needed for each SolidDrive unit.
Note: Not needed if using SD-250.

Heat Sink Fins
Optional heat sink fins clamp around the drive to 
disperse heat. Heat sink fins are recommended in 
hot-weather locations and in applications where 
the SolidDrive is attached to a small surface area.
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ULTRA-FIDELITY OUTDOOR SPEAKERS™

Rockustics® offers an extensive line of high- fidelity, all-weather outdoor speakers 
for both home and commercial applications. Each model is designed to enhance 
the environment by providing the highest quality sound with unparalleled lifelike 
aesthetics.

AUDIO PERFECTION REALIZED™

Induction Dynamics® speakers are engineered to achieve precise sound in 
any home theater and are hand-tuned to exact specifications. This meticulous 
attention to detail and craftsmanship results in design qualities and system-wide 
performance unlike any other.

AN AUDIO COMPANY WITH NO LIMITS™

SoundTube® Entertainment designs and manufactures in-wall, in-ceiling, surface-
mount, open-ceiling, focused-audio, and outdoor speakers for commercial 
installations worldwide. SoundTube products include several patented 
technologies for speaker acoustics, design, and mounting systems.

SPEAKERS FOR YOUR LIFE™

Phase Technology®, based in Jacksonville, Florida is one of the oldest and 
most prestigious speaker manufacturers in the United States. Holding numerous 
patents for speaker design (including the soft dome tweeter), Phase Technology 
offers a range of speakers for the home integrator including the dARTS Digital 
Audio Reference Theater System, freestanding speakers, in-wall and in-ceiling 
speakers, bookshelf speakers and powered subwoofers.

Soundsphere® has provided omnidirectional, broad coverage speakers for offices, 
gymnasiums, retail, factories and other commercial applications since 1976.  
Designed for on-ceiling and in-ceiling uses, Soundsphere speakers produce a 
diffuse sound field with a wide coverage pattern ideal for PA announcements and 
music. Soundsphere products are made in the USA.

THE BEST SOUND AROUND™

Other MSE Audio Brands


